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2007-2008 B-Series Truck
Air Bag Warning Indicator On - B1342 SetAir Bag Warning Indicator On - B1342 Set RI5776

 Some 2007-2008 B-Series Trucks may exhibit the Air Bag Warning indicator on with DTC B1342 [ECU (OCSM) is faulted] set 
in the Occupant Classifi cation Sensor Module (OCSM). DTC B1342 may be set due to a fault in the Belt Tension Sensor. The 
Belt Tension Sensor is part of the safety belt retractor assembly.

Prior to replacement of any components as instructed in the Workshop Manual for B1342, 
perform the following:

Disconnect the passenger safety belt retractor assembly connector located in the passenger 
side b-pillar (standard cab) or in the passenger rear door (Cab Plus 4).
Re-run the On-Demand Self Test for the OCSM using M-MDS. Refer to Workshop Manual 
section 08-08 - ON-DEMAND SELF-TEST located under DIAGNOSTIC INSTRUCTIONS 
- AIR BAG SAFETY BELT PRETENSIONER SUPPLEMENTAL RESTRAINT SYSTEM  
(SRS). This may generate B2909 Belt Tension Sensor Fault.

If B1342 is on-demand, reconnect the passenger safety belt retractor assembly connec-
tor and replace the OCSM as outlined in Workshop Manual section 08-10 OCCUPANT 
CLASSIFICATION SENSOR.
If B1342 is no longer present, inspect the belt tension sensor system. Refer to Workshop 
Manual section 08-01 - PINPOINT TEST 16 - B2909  - Belt Tension Sensor Fault for 
diagnostics.

1.

2.

•

•

Safety Belt Retractor Assembly
(Standard Cab Shown)

2004-2008 RX-8
Warm Air From A/C Vents With Temperature Set To ColdWarm Air From A/C Vents With Temperature Set To Cold RI4779

NOTE:
 Before diagnosing climate control unit,   
 check for cracked temperature control 
 dials. The dial hub may be cracked, 
 causing the dial to free-wheel on the 
 control unit stem. Refer to Service Bulletin 
 07-003/03 for more details.

 Some customers may experience sudden increase in vent temperature with the AC on. This may be caused by a faulty 
climate control unit. 
 To test the temperature control function of the climate control unit, perform the CLIMATE CONTROL UNIT INSPECTION as 
outlined in section 07-40 of the appropriate Workshop Manual. This procedure performs on-board diagnostic of the climate 
control unit’s indicator lights, switches and the temperature control function.

A/C Amplifi er

Climate Control Unit


