
Oil Condition
Additive

Elements ppm

Elemental Analysis - Contamination & Wear Metals ppm

Make: MOTUL Model: 300 V RACING 5W-30 Serial No : 106513114730 System: ENGINE

Sample No: 3839109
Job No.:
Form No: 11431518

Sampled: 10/07/11 Received: 19/07/11

Machine Hrs: Not Given Oil Hours: Not Given Brand: MOTUL 300V Grade: 5W-30

Diagnose
Ungebrauchtes Referenzöl. Esterbasierter Schmierstoff. Molybdän als Additiv 
vorhanden. Hohe TBN. Leichte Verunreinigungen durch Natrium und Silizium. 

Unique No : 2015143
Signed : Dietmar Uitz
Reference : 1006663/WEB_4760/1/TM/E
Date : 22/07/2011 13:50:40

RADISSON BLU
HERRENGASSE 12
1010 WIEN
AUSTRIA
AUSTRIA

Location: MOTOR
ESTERBASIERTES MOTORÖL
*
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40°C
  66
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<0.1

TBN

  11.1

Diesel
%
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Glycol

N

Oxida
-tion

   205

TAN
177

1.76

Visc
100°C
11.4 < 1 1362 880 861 972

   1 10/07/11 11 99 1010 < 1< 1 22 < 1< 1 < 1< 1 33 < 1< 1 < 1< 1 730730 < 1< 1 < 1< 1 < 1< 1 < 1< 1 11 3257     -1

Key : Normal Caution Serious

MTM Maintenance Monitor GmbH
Simmeringer Hauptstrasse 24
1110 Wien - Vienna - Austria
Tel +43-1-945-67-63
Fax +43-1-945-67-62
dietmar.uitz@mtmonitor.com

MTM Maintenance Monitor GmbH
ausländische Zweigniederlassung in München
Dietlindenstrasse 15
80802 München - Munich - Germany
Tel +49-89-36036-855
Fax +49-89-36036-700
dietmar.uitz@mtmonitor.com
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