
UNIQUE REPAIR INFORMATION FOR 
MAZDA TECHNICIANS
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Multi-Model
Sulfur Smell from exhaust systemSulfur Smell from exhaust system
On some vehicles, a sulfur smell or ‘rotten egg’ odor may be noticed coming from the exhaust system. The odor is usually 
noticed after a cold start, fast idle, extended periods of idling and full throttle acceleration. Sulfur smell is not an indication 
of an engine concern and will not cause reduced drivability or durability of the engine or any of its emission components.

The sulfur smell or ‘rotten egg’ 
odor is caused by high amounts 

Warranty Compliance Note: 
Replacement of a catalytic converter under Mazda’s warranty policy for this concern may be subject to a debit.

When high sulfur fuel is burned, there is a chemical reaction in the catalytic converter causing the sulfur to oxidize. As the 
vehicle is driven, the oxidizing reaction odor in the converter will decrease with mileage and age.

Refer to TSB 01-010/12 for additional information.

of sulfur in the gasoline being used in 
the vehicle. Sulfur is normally eliminated during the refi ning process, but the EPA regulation 
of sulfur in gasoline differs from state to state. Vehicles using fuel containing high amounts of 
sulfur will most likely emit sulfur smell from the exhaust system.

NOTE: This information can also be found in 
the Owner’s Manual, When Driving section, 
Instrument Cluster and Display subsection. 

2013 CX-5
Outside Temperature displayOutside Temperature display
The outside temperature unit can be switched between Celsius and Fahrenheit using the following procedure:

Outside Temperature Display Unit Change
1. With the ignition swithced OFF, press and hold the INFO button on the 

steering wheel.  Continue holding the INFO button for 5 seconds or longer 
while switching the ignition ON. 

2. Release the INFO button when the outside temperature display fl ashes.

3. Press the up       or down  part of the INFO switch to change the outside 
temperature unit to Celsius or Fahrenheit.

4. Press and hold the INFO button until the outside 
temperature display stops fl ashing.


