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M-TIPS
July/August 2012

2004-2011 RX-8
Intermittent idle dip or wander during 
extended idle

NG
Air Flow Diffuser Modified

(diffuser screens are missing)

Air Cleaner Cover

OK

Procedure
1. Remove the engine air cleaner cover.   
2. Check for a modified air flow diffuser (screens removed).
3. If modified, replace the engine air cleaner cover.

Warranty Compliance Note: 
Replacement of the air cleaner cover because of a modified air flow diffuser is not covered under Mazda’s warranty policy.

During extended idle periods, the engine rpm may occasionally drop 200 rpm and then recover to normal idle. This occurs 
after engine warm-up and idling for more than 5 minutes. The concern may repeat every 2-5 minutes. DTC P0111, IAT sensor 
circuit range/performance problem, may or may not set. This concern is intermittent and may be difficult to duplicate.

Diffuser Screen

Multi-model
New Fractured / cracked style connecting rods

2007-2012 Mazda3 and CX-7 L3T Engine
The service part connecting rods for the L3T 
engines have now changed from machined rod cap 
mating surfaces to “fractured” or “cracked” mating 
surfaces. The new fractured/cracked style rods can 
be used in place of the machined style rods.

2012-2013 Mazda3 and 2013 CX-5 SKYACTIV®
There is no change.  Production started with the new 
style fractured connecting rods.

Mazda has adopted a cracking method for breaking off and 
separating the connecting rod from the connecting rod cap for 
improved accuracy.
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