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CONSUMER NOTICE:  The information and instructions in this bulletin are intended for use by skilled technicians.  Mazda technicians utilize the proper tools/ 
equipment and take training to correctly and safely maintain Mazda vehicles.  These instructions should not be performed by “do-it-yourselfers.”  Customers 
should not assume this bulletin applies to their vehicle or that their vehicle will develop the described concern.  To determine if the information applies, 
customers should contact their nearest authorized Mazda dealership. Mazda North American Operations reserves the right to alter the specifications and 
contents of this bulletin without obligation or advance notice. All rights reserved. No part of this bulletin may be reproduced in any form or by any means, 
electronic or mechanical---including photocopying and recording and the use of any kind of information storage and retrieval system ---without permission in 
writing.
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SQUEAKING NOISE FROM LEATHER SEATS
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Service Bulletin Mazda North American Operations
Irvine, CA 92618-2922

MULTI-MODEL - SQUEAKING NOISE FROM LEATHER SEATS
APPLICABLE MODEL(S) / VINS
2006-2010 MX-5 (with leather interior)

2004-2010 RX-8 (with leather interior)

2004-2010 MAZDA3 (with leather interior)

2006-2010 MAZDA5 (with leather interior)

2003-2010 MAZDA6 (with leather interior)

2007-2010 CX-7 (with leather interior)

2007-2010 CX-9 (with leather interior)

DESCRIPTION
Some vehicles may exhibit a squeaking noise coming from the leather seats. This noise may be caused by the 
leather seat surfaces contacting each other. 

Customers having these concerns should have their vehicle repaired using the following repair procedure.

REPAIR PROCEDURE
1. Verify customer complaint.

2. Apply masking tape around surface areas A, B, C & D where silicone grease will be applied. 
• Area A - Center console and cushion contact each other (front seat).
• Area B - Cushion and seatback contact each other (front seat).
• Area C - Seatback and trunk contact each other (rear seat).
• Area D - Cushion and seatback contact each other (rear seat).

CAUTION:
• Do not spray silicone grease inside vehicle cabin because it could cause electrical prob-

lems.
• Do not spray silicone grease onto electrical parts of the seat or the switch inside the seat 

belt.
• Silicone grease can be difficult to remove once it is applied. Do not allow silicone grease on 

the carpet. 
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3. Apply silicone grease to areas (A, B, C & D), spraying over each area 2 ~3 times.

4. Using a heat gun, apply heat to silicone until silicone is no longer sticky to the touch.

CAUTION: DO NOT allow the heat gun to get too close to the surface of the seat. Too much heat 
may discolor the seat surface. 

5. Verify repair.

WARRANTY INFORMATION
NOTE:

• This warranty information applies only to verified customer complaints on vehicles eligible for war-
ranty repair.

• This repair will be covered under Mazda’s New Vehicle Limited Warranty term.
• Additional diagnostic time cannot be claimed for this repair.

Warranty Type A 

Symptom Code 82 

Damage Code 9H 

Part Number Main Cause 7777-NS-ST7

Quantity 0

Operation Number / Labor Hours: XXE57XRX / 0.2 (Grease application)


